Working principle

the pipe)

the ball.

e Minimum head loss
¢ Silent, robust
e Non incrustating materials

out of the way

e Sealing guaranteed by the coating of

e Maximum Temperature : 80 °C

BALL CHECK VALVE
Type 418

Applications and special features

o Vertical ascending and horizontal position
(position the ball housing above the axis of

o Closing system : ball lifted up by the liquid
and guided to a lateral housing completely

DN Opening pressure in mm/CE Kv DN B C D Weight
« mm A mIH ¢ « [ Amm | mm mm mm kg
2 50 200 165 173 55
2 50 25 715 1.95 7
512 65 30 1715 097 2 65 240 185 214 9.1
3 80 160 2175 138 3 80 260 200 252 13.3
4 100 160 near 0 319 157 4 100 300 220 289 20.9
5 125 170 5 125 350 250 368 275
6 150 200 6 150 400 285 424 35.7
8 200 250 8 200 500 340 509 63.7

Spare parts list and materials

Nb | Description Materials EURO ANSI
1 Casing Ductile iron + epoxy EN-GJS-400.15 ASTM A 536 60-40-18
) Ball DN 50 up to 100 Aluminium + .NBR
DN 125 up to 200 Castiron + NBR EN-GJL-250 ASTM A 48 35B
3 |Cap Ductile iron + epoxy EN-GJS-400.15 ASTM A 536 60-40-18
4 |Seal NBR
5 |Screw Stainless steel X5Cr-Ni18-10 AISI 304
AP
_ w Q b "
» O = DN o wl o ° g
e = = ] s8l8 e a a‘ S S
=, :
o i
o
61— - -
5 --;‘ Direction for use :
4
32 * Solid line : Valve completely open
PR * Dotted line : opening stage of valve
! ra 7 7
1 ?
6 L
5 —
4 —1 L1 L |
3 L —1 L—1 L1 L —1
— B gl = — =
2 | =l
1711 =
15
— -ttt
2 00 os 2 588 838 38 5 388 §8888 § DEBIT mdh
—H-HH——

ALPHA GROUP

Q\"lé Steam & Fluid Control Solution

40 5060 80 100 150 20 300400 600808 S 838 § 8888
= 2 R&RKR % R8RS

FLOW GALLON/MIN

139 Moo 11 Soi Nuanchan 34, Nuanchan Rd., Klongkum, Buengkum Bangkok 10230
Tel: 027929333 Fax: 02946 1755-6 Email : sales@alphagroup.co.th  www.alphagroup.co.th



